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XPEL FUSION PLUS™ GLASS Coating provides a clear protective layer on your glass surface to help keep your glass 
cleaner, clearer and most of all easy to clean. Due to this products hydrophobic properties it also helps cleaning and 
maintaining your glass surfaces.

COATING THICKNESS
1 µm  (0.04 mil)

PRODUCT
CONSTRUCTION

GENERAL CHARACTERISTICS

 PROPERTIES INFORMATION

Pencil Hardness 9H

Bottle Size 50ml

Shelf Life
1 Year from ship date when unopened and stored dry at 72° F (22° C) @ 50% RH

Once opened and stored properly, use within 14 days

Application Foam Block with microsuede towel

Appearance Clear

Dry Time
24 Hours before getting wet (if curing below 72° F (22° C)

(room temperature) - 48 hours is required)

Cure Time 48 Hours

Notice: The representations of performance and suitability for use contained in this Technical Data Sheet are meant only as a guide. Since only the user is aware of the specific 
conditions in which the product is to be used, it is the user’s responsibility to determine whether the product it suitable for that intended use.

TARGET APPLICATION

XPEL FUSION PLUS™ GLASS Ceramic Coating provides a clear protective layer on your glass surface to help keep 
your glass cleaner, clearer and most of all easy to clean. Due to this products hydrophobic properties it also helps 
cleaning and maintaining your glass surfaces.

AUTOMOTIVE GLASS


